
Wide range of fire protection products 
• Light, strong, single piece casing
• Easy, fast and clean installation
• Aerodynamic design - low pressure drop
• Damper blade smaller than nominal size, no possible
  collision with air duct
• Maintenance free
• Factory mounted kits for easy installation (Applique)
• Control modules for easy Bacnet/ModBus integration
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FDC 25/40 | FD 25/40
Fire dampers

• Produced according to EN 15650
• Tested according to EN 1366-2
• Classifed according to EN 13501-3
• Certificate of constancy of performance
• Declaration of performance according to Regulation (EU) No. 305/2011
• Leakage class C according to EN 1751
• Hygienic certificate VDI6022
• Wide range of available actuators
• Factory mounted kits for easy installation (Applique)
• Control modules for easy Bacnet/ModBus integration

BFDC | BFDC-V
Butterfly fire damper cartridge

• Cartridge fire dampers for residential areas
• Fusable thermal link with optional end contact switch
• Classification EI60S | EI90S | EI120S
• Available sizes: ∅100, ∅125, ∅160 and ∅200
• Available with air valve (BFDC-V)

FSD
Multi-compartment smoke damper

• Multi-blade multi-compartment smoke control damper
• Duct and shaft smoke exhaust-systems
• Classification: EI120 (vedw, hodw i ←→  o) S1000C10000 AA multi
• Sizes up to 1200 x 1200 mm
• Installation depth only 200 mm
• Produced according to EN 12101-8
• Tested according to EN 1366-10 & EN 1366-2
• Classified according to EN 13501-4
• Leakage class C according to EN 1751


